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Ingenious Portfolio
Our rich history and extensive industry knowledge have resulted in a comprehensive line of high performance 
laboratory equipment that continually meet our customers’ needs at economical and cost-effective prices.

Look inside for NEW 2022 product and pricing information!
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www.ohausworld.com www.labtube.tv/channel/ohauscorporation

OHAUS WORLD

www.ohaus.com
Don`t hesitate to try out our www.ohaus.com.   
We added some extra features that will help you get  
the information you need at one click. 

Dealer Zone
If you are looking for marketing materials visit new  
Dealer Zone to get pictures, videos, brochures,  
presentations, latest news and more! 

Let us keep you in the loop!

Stay Connected

Follow OHAUS on YouTube, LinkedIn and Facebook to learn about our latest products, 
promotions and success stories with customers around the globe.

Still hungry for news? Visit our blog OHAUS World and LabTube channel.
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Discover our ingenious portfolio

1

2

1 GUARDIAN™7000
  Dependable Hotplate Stirrers with Superior Safety Features 

and Intelligent Performance

  See page 55

3  FRONTIER™FC5916R
  The FC5916R is smart, intuitive, and endlessly capable. 

Compatible with 14 optional rotors and 75 accessories, 
it can be customized to implement seamlessly with your lab 
workflow, and enhance efficiency through innovative, 
intelligent design.

  See page 66

2 GUARDIAN™5000
  Reliable Hotplate Stirrers with Exceptional Safety Features  

for Everyday Use

  See page 57
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Model Size Control Temperature Range
Uniformity 

Within the Block 
@ 37°C

Temperature 
Stability @ 37°C

Uniformity 
Across Similar 
Blocks @ 37°C

Heat-Up Time 
to 100°C*

Dimensions  
(L × W × H) Item N° Price €

HB1DG 1 block Digital
Ambient  

+5°C to 120°C
230 volt units:  

± 0,2°C
230 volt units:  

± 0,2°C
N/A ≤ 16 minutes

31,5 × 20,3 × 
8,9 cm

30392061 570,00

HB1AL 1 block Analog

Low Range: Ambient 
+5°C to 100°C  
High Range:  

75°C to 150°C

230 volt units: 
± 0,2°C

230 volt units:  
± 1,5°C

N/A ≤ 16 minutes
31,5 × 20,3 × 

8,9 cm
30392047 385,00

* Conditions permitting

Ensure temperature accuracy. Digital models 
include a unique single point calibration 
feature to match the block heater’s display to 
a known external temperature standard for 
3 temperature setpoints.

Digital models feature easy to use touchpad 
controls with independent displays for 
temperature and time. Robust non-digital 
models are controlled with dual temperature 
adjustment knobs.

Designed for reliable everyday use in the lab. 
Digital and non-digital Block Heaters offer 
exceptional temperature uniformity with 
outstanding temperature stability.

1 BLOCK DRY BLOCK HEATERS
Versatile Block Heaters Designed for Everyday Use with Accessories 
for Every Application
Application
Incubation & Activation of Cultures, Enzyme Reactions, Immunoassays, Melting/Boiling Points, 
Isothermal Incubations, Nucleic Acid Denaturation

Display
LED display (digital models) and dual-adjustment knobs with dial markings (analog models)

Operation
Detachable 3-wire cord and plug (included), analog models require an external thermometer 
or temperature device for temperature setpoint

Construction
Painted steel housing, support rod holder with locking knob

Design Features
Touchpad control and audible alarm (digital models)

Dry Block Heaters

HB1DG
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Model Size Control Temperature Range
Uniformity 

Within the Block 
@ 37°C

Temperature 
Stability @ 37°C

Uniformity 
Across Similar 
Blocks @ 37°C

Heat-Up Time 
to 100°C*

Dimensions  
(L × W × H) Item N° Price €

HB2DG 2 block Digital
Ambient  

+5°C to 120°C
230 volt units:  

± 0,2°C
230 volt units:  

± 0,2°C
± 0,1°C ≤ 16 minutes

39,1 × 20,3 × 
8,9 cm

30392082 730,00

HB2DGHL 2 block Digital
Ambient 

+5°C to 100°C
230 volt units:  

± 0,1°C
230 volt units:  

± 0,2°C
± 0,1°C ≤ 30 minutes

39,1 × 20,3 × 
17,8 cm

30392103 1250,00

HB2AL 2 block Analog

Low Range: Ambient 
+5°C to 100°C  
High Range:  

75°C to 150°C

230 volt units:  
± 0,2°C

230 volt units:  
± 2,0°C

± 0,1°C ≤ 16 minutes
39,1 × 20,3 × 

8,9 cm
30392054 520,00

* Conditions permitting

Avoid contamination to ensure repeatable, 
reliable results. The Heatblock with Heated Lid 
features a second heater in the lid to minimize 
condensation to maintain your sample 
integrity.

Three models to customize your application. 
All models offer exceptional temperature 
uniformity with outstanding temperature 
stability.

2 BLOCK DRY BLOCK HEATERS
Versatile Block Heaters Designed for Everyday Use with Accessories 
for Every Application
Application
Incubation & Activation of Cultures, Enzyme Reactions, Immunoassays, Melting/Boiling Points, 
Isothermal Incubations, Nucleic Acid Denaturation

Display
LED display (digital models) and dual-adjustment knobs with dial markings (analog models)

Operation
Detachable 3-wire cord and plug (included), analog models require an external thermometer or 
temperature device for temperature setpoint

Construction
Painted steel housing, support rod holder with locking knob

Design Features
Touchpad control and audible alarm (digital models)

Dry Block Heaters

HB2DG

49



Model Size Control Temperature Range
Uniformity 

Within the Block 
@ 37°C

Temperature 
Stability @ 37°C

Uniformity 
Across Similar 
Blocks @ 37°C

Heat-Up Time 
to 100°C*

Dimensions  
(L × W × H) Item N° Price €

HB4DG 4 block Digital
Ambient 

+5°C to 120°C
230 volt units:  

± 0,2°C
230 volt units:  

± 0,2°C
± 0,2°C ≤ 23 minutes

42,9 × 20,3 × 
8,9 cm

30392089 920,00

HB4AL 4 block Analog

Low Range: Ambient 
+5°C to 100°C  
High Range: 

75°C to 150°C

230 volt units:  
± 0,2°C

230 volt units:  
± 2,5°C

± 0,2°C ≤ 23 minutes
42,9 × 20,3 × 

8,9 cm
30392068 730,00

* Conditions permitting

Ensure temperature accuracy. Digital models 
include a unique single point calibration 
feature to match the block heater’s display to 
a known external temperature standard for 
3 temperature setpoints.

Digital models feature easy to use touchpad 
controls with independent displays for 
temperature and time. Robust non-digital 
models are controlled with dual temperature 
adjustment knobs.

Designed for flexibility with your applications. 
The four-block capacity allows you to process 
multiple samples simultaneously with one 
device.

4 BLOCK DRY BLOCK HEATERS
Versatile and Dependable Block Heaters Deliver Precise, 
 Reliable Results
Application
Incubation & Activation of Cultures, Enzyme Reactions, Immunoassays, Melting/Boiling Points, 
Isothermal Incubations, Nucleic Acid Denaturation

Display
LED display (digital models) and dual-adjustment knobs with dial markings (analog models)

Operation
Detachable 3-wire cord and plug (included), analog models require an external thermometer 
or temperature device for temperature setpoint

Construction
Detachable 3-wire cord and plug (included), analog models require an external thermometer 
or temperature device for temperature setpoint

Design Features
Touchpad control and audible alarm (digital models)

Dry Block Heaters

HB4DG
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Model Size Control Temperature Range
Uniformity 

Within the Block 
@ 37°C

Temperature 
Stability @ 37°C

Uniformity 
Across Similar 
Blocks @ 37°C

Heat-Up Time 
to 100°C*

Dimensions  
(L × W × H) Item N° Price €

HB6DG 6 block Digital
Ambient  

+5°C to 120°C
230 volt units:  

± 0,2°C
230 volt units:  

± 0,2°C
± 0,3°C ≤ 30 minutes 

53,1 × 20,3 × 
8,9 cm

30392096 1495,00

HB6AL 6 block Analog

Low Range: Ambient 
+5°C to 100°C  
High Range: 

75°C to 150°C

230 volt units:  
± 0,2°C

230 volt units:  
± 2,5°C

± 0,3°C ≤ 30 minutes 
53,1 × 20,3 × 

8,9 cm
30392075 1050,00

* Conditions permitting

Ensure temperature accuracy. Digital models 
include a unique single point calibration 
feature to match the block heater’s display to 
a known external temperature standard for 
3 temperature setpoints.

Digital models feature easy to use touchpad 
controls with independent displays for 
temperature and time. Robust non-digital 
models are controlled with dual temperature 
adjustment knobs.

Unique design for high throughput 
applications. The six-block capacity allows you 
the most flexibility to process multiple samples 
simultaneously with one device.

6 BLOCK DRY BLOCK HEATERS
Process More Samples with Large Capacity Block Heaters that 
 Deliver Precise, Reliable Results
Application
Incubation & Activation of Cultures, Enzyme Reactions, Immunoassays, Melting/Boiling Points, 
Isothermal Incubations, Nucleic Acid Denaturation

Display
LED display (digital models) and dual-adjustment knobs with dial markings (analog models)

Operation
Detachable 3-wire cord and plug (included), analog models require an external thermometer 
or temperature device for temperature setpoint

Construction
Painted steel housing, support rod holder with locking knob

Design Features
Touchpad control and audible alarm (digital models)

Dry Block Heaters

HB6DG
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Modular blocks are constructed from a solid anodized aluminium block*. The close contact of tubes-to-block walls allow for maximum heat 
retention. Each block has a thermometer well for measuring block temperature.

Caution! To avoid possible electrical hazard, do not fill well or block with water or other fluids. Units are designed as a dry bath/incubator.

Single block dimensions (L × W × H): 9,5 × 7,6 × 5,1 cm

Double block dimensions (L × W × H): 15,2 × 9,5 × 5,7 cm

Microcentrifuge Tube Blocks
Single block
Brand/Sample Type No. of Wells Well Dia. Well Depth Item N° Price €

0,5 ml Tube 30 7,9 mm 27,6 mm 30400157 121,00
1,5 ml Tube 20 11,1 mm 39,1 mm 30400159 121,00
1,5 ml Eppendorf™ Tube 20 11,5 mm 36,9 mm 30400162 121,00
2 ml Eppendorf™ Tube 20 11,5 mm 38,1 mm 30400191 121,00
2 ml Corning™ Tube 20 10,9 mm 38,1 mm 30400192 121,00

Titer Plate Block
Double block
Fits 2/4/6 block Dry Block Heaters. Ideal for 96-well or 384-well titer plates.  
Recessed well for better stability, flat surface good for flat and round bottom plates.

Sample Type Well Depth Item N° Price €

Titer Plate 13,5 mm 30400164 252,00

Conical-Bottom Centrifuge Tube Blocks
Single/Sample Type No. of Wells Well Dia. Well Depth Item N° Price €

15 ml Tube 12 17,1 mm 44,5 mm 30400172 121,00
50 ml Tube 5 29,0 mm 47,6 mm 30400168 121,00

Standard Test Tube Blocks
Single/Sample Type No. of Wells Well Dia. Well Depth Item N° Price €

6 mm Tube 30 8,3 mm 48,4 mm 30400158 121,00
10 mm Tube 24 10,7 mm 48,4 mm 30400151 121,00
12/13 mm Tube 20 13,9 mm 48,4 mm 30400152 121,00
12/13 mm Tube 16 13,9 mm 48,4 mm 30400165 121,00
15/16 mm Tube 12 17,5 mm 48,4 mm 30400153 121,00
17/18 mm Tube 12 19,1 mm 48,4 mm 30400195 121,00
20 mm Tube 8 21,0 mm 48,4 mm 30400154 121,00
25 mm Tube 6 26,2 mm 48,4 mm 30400155 121,00
35 mm Tube 4 35,0 mm 47,6 mm 30400167 121,00

* Block colour subject to change.

MODULAR BLOCKS*  
& ACCESSORIES

Dry Block Heaters

30400162

30400152

30400168

30400164

30400159

30400151

30400172

30400157

30400158
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Combination Blocks
Single block
These blocks have been designed for variable sized samples.

Sample Type No. of Wells Well Dia. Well Depth Item N° Price €

Test Tube Combination
6 mm 6 8,3 mm 48,4 mm

30400156 121,0012/13 mm 5 13,8 mm 48,4 mm
25 mm 3 26,2 mm 48,4 mm

Centrifuge Tube Combination
1,5 ml 4 11,1 mm 39,1 mm

30400193 121,0015 ml 3 17,1 mm 44,5 mm
50 ml 2 29,0 mm 47,6 mm

Micro-Tube Combination
0,5 ml 6 7,9 mm 27,6 mm

30400194 121,001,5 ml 10 11,1 mm 39,1 mm
2 ml 5 11,5 mm 38,1 mm

Vial Blocks
Single block
Designed for sample/serum and scintillation vials.

Sample Type No. of Wells Well Dia. Well Depth Item N° Price €

12 mm Vial 20 12,7 mm 30 mm 30400182 121,00
15 mm Vial 20 15,8 mm 35 mm 30400183 121,00
16 mm Vial 15 16,4 mm 45 mm 30400190 121,00
17 mm Vial 12 17,8 mm 45 mm 30400184 121,00
19 mm Vial 12 19,7 mm 45 mm 30400185 121,00
21 mm Vial 9 21,7 mm 45 mm 30400186 121,00
23 mm Vial 8 23,8 mm 45 mm 30400187 121,00
25 mm Vial 8 25,8 mm 45 mm 30400188 121,00
28 mm Vial 6 28,8 mm 45 mm 30400189 121,00

PCR—Plate, Tube, Strip Blocks
Single and double block
Tapered tube wells for 0,2 ml tubes. Spaced for easy access and removal.

Sample Type Block Size No. of Wells Well Dia. Well Depth Item N° Price €

96-well PCR Plate Double 96 6,4 mm 15,5 mm 30400171 272,00
10 × 8 Tube Strips Single 80 6,4 mm 15,5 mm 30400169 131,50
Individual Tubes Single 64 6,4 mm 20,2 mm 30400170 131,50

Cuvette Block
Single block
Two parallel slots fit 6 cuvettes in each slot, side-by-side

Sample Type No. of Wells Well Depth Item N° Price €

(12) 12,5 mm Cuvettes 2 25,4 mm 30400161 142,50

Solid Blocks
Single and double block
For use as a low-temperature hotplate, slide drying, or for  
custom drilling to make a custom block.

Block Size Dimensions (L × W × H) Item N° Price €

Single 9,5 × 7,6 × 5,1 cm 30400160 121,00
Double 15,2 × 9,5 × 5,7 cm 30400166 175,00

Dry Block Heaters

30400194

30400190

30400170

30400166

30400161

30400193

30400183

30400169

30400160

30400156

30400182

30400171

53



Stainless Steel Sand Baths
Ideal for irregular vessels. Stainless steel construction for superior  
corrosion resistance. Designed to hold sand, stainless steel shot or  
non-volatile fluids.

For Unit Dimensions (L × W × H) Item N° Price €

1 Block Dry Block Heater 9,5 × 7,6 × 6,4 cm 30400173 263,00
2 Block Dry Block Heater 9,5 × 14,9 × 6,4 cm 30400174 272,00
4 Block Dry Block Heater 14,7 × 19,1 × 6,4 cm 30400175 290,00
6 Block Dry Block Heater 14,7 × 28,7 × 6,4 cm 30400176 301,00

Accessories Item N° Price €

Sand, 0,45 kg 30400177 73,10
Stainless Steel Shot, 0,45 kg 30400178 89,20

Low Temperature Covers
Plexiglass cover reduces air flow for additional temperature stability  
in low-temperature applications. Two sides are open 6,4 mm.

Block Size Dimensions (L × W × H) Item N° Price €

2 Block Cover 16,5 × 16,5 × 4,1 cm 30400179 106,00
4 Block Cover 21,6 × 21,6 × 4,1 cm 30400180 103,50
6 Block Cover 31,8 × 21,6 × 4,1 cm 30400181 109,50

External Temperature Probe Kit
Enables the unit to read actual block or sample temperature and display  
that temperature on the control panel. The optional External Temperature  
Probe Kit includes a stainless steel RTD PT100 probe, 45,7 cm stainless steel  
support rod, thermometer/temperature probe extension clamp and hook  
connector. The PT100 RTD probe is designed to fit perfectly in to  
the thermometer well of each modular block.

Description Item N° Price €

Optional External Temperature Probe Kit 30400246 227,00

Dry Block Heaters

54


